REQUIRED BOARDING ARRANGEMENTS FOR PILOT

In accordance with SOLAS Regulation V/23 & IMO Resolution A:1045(27)

I () e INTERNATIONAL MARITIME PILOTS' ASSOCIATION

H.Q.S. “Wellington” Temple Stairs, Victoria Embankment, London WC2R 2PN Tel: +44 (0)20 7240 3973 Fax: +44 (0)20 7210 3518 Email: office@impahq.org

This document and all IMO Pilot-related documents are available for download at: http://www.impahgq.org
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= - LADDER quatly sp % 5
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- - Min. 180cm Long 1 ship’s side ! %
é é Ladder must be : | ’ The steps should / ? c
’ 7 firmly attached ’ Maximum not be painted, i 2 ,
4 g toship'sside 1 _ ! 45° slope  Should lead aft dirty or slippery 4 ‘ silot ladd ould
- > 1.5 metres above | % 7
SIDE ROPES ¢ g MAXIMUM 9 STEPS accommodation 5 s 7 ol e
Min. Diam. 18mm ; ; Between spreaders platform Lower 0.5m|<_ NO! g g ) o operated
% 7 latform : — ? ‘ 0 7
E f Eorizontal :..oops and trtlppmg ; ; - :Iand;,:[ds / b dlo b
% 9 X ines present a ? ’ 0 3 Min. 70cm op ope d
4 4 Min. 40cm The lower 2m tripping hazard ,‘ - 4 Max. 80cm ¢

ALL STEPS
Must rest firmly
against ship’s side

A pilot ladder
requires a climb
of not less than
1.5 metres and
no more than

9 metres
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<«—— 6 METRES
unobstructed
ship’s side

AN

Height
Required by Pilot

platform
shall be a L
minimum

of 5 metres

above the sea

Accommodation
ladder should

be secured to
ship’s side

(Using eyepad,
magnetic or
pneumatic
system)

Recommended
<« 9 metres
freeboard mark

< STERN BOW—>

S

and foul the
Pilot Launch

Handhold stanchions
rigidly secured to deck
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Responsible Officer
in contact with bridge

—

Minimum
Clearance
220cm

Minimum
Bulwark & Pilot ladder

Side opening

Handholds
Min. 70cm
Max. 80cm
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Ship's side doors
used for transfer
should not open
outward

secured to deck
strong points

Lifebuoy with
self-igniting light
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